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This report is a supplement to that issued as no. 14040A, dated 2009/07/16 and consists of 2 pages. This report is drafted in accordance with 
the regulations of EGOLF Agreement EGA 08rev:2012 “Application note: clause 5.10 / 3 – Rectification of errors in reports”. There were 
some errors in the original report, the test specimen involved has not been retested. The present report contains technical modifications to the 
original report. All the changes to the original report are documented by the laboratory and maintained in the laboratory records and are 
double underligned in this document. The report should be added to the original report and may only be used in conjunction with the original 
report. 
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Rectification of error on page 4: 
2.3.3 Mounting in a flexible wall (Test reports N°s 13439A and 13440A) 
 
The reactive air transfer grilles are mounted in a flexible plasterboard wall with a 
thickness of 100 mm in a rectangular opening of 800 mm (Bn) x 400 mm (Hn).  
The wall is mounted with profiles of 50 mm thick and a double layer of paper faced 
gypsum boards (type GKA according to the European standard EN 520) with a 
thickness of 12,5 mm each on both sides. Between the boards and the profiles rock 
wool of 40 kg/m³ (NV) and a thickness of 40 mm is placed. To create the opening of 
800 mm (Bn) x 400 mm (Hn) a calcium silicate strip of 15 mm thick is screwed to the 
wall. 
The opening between the air transfer grilles and the wall is filled with silicone mastic 
as well as the gap between the finishing frame and the wall. The gap between the 
grilles and the wall is between 2 and 3 mm. The gap between the finishing frames 
and the wall is 3 mm. 
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This document is the original version of this classification report and is written in English. 
 
This report may be used only literally and completely for publications. - For publications of certain texts, in which this report is 
mentioned, our permission must be obtained in advance.  
The authenticity of the electronic signatures is assured by Belgium Root CA. 
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